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THE OUTSTANDING
PERFORMANCE
OF THE NEW
AUDIO AND VIDEO
HANDSET 
RECEIVERS.



Ringtone management (volume 
adjustment/mute mode) can be 
easily controlled by the display 
buttons, whilst an LED indicator 
provides a visual indicator. For 
audio 200 version, the volume 
control is managed through a 
hidden lever. 

VOLUME 
ADJUSTMENT

Developed with precision and 
style, AGT has been designed 
to effortlessly blend into its 
surroundings, and magnets have 
been integrated into the handset 
and receiver to make the use of 
the device as easy as possible and 
maintain its performance even with 
high levels of usage.

MAGNETIC  
SWITCH

MINIMAL  
AND THIN

An ergonomically designed 
receiver which combines 
minimalism and functionality.
Matt white finish and a sleek, 
streamlined shape for only 21 mm 
thickness.

AGT is the brand new range of 
classic audio or audio/video 
entry handset receivers with a hi-
performance speaker that provides 
loud ringtone as well as crisp audio.

Where video is an option for the 
system, a 5" colour display creates 
crystal clear images from the entry 
panel feed.

AGT SERIES 



Whether you are using X1 or System 
200, AGT video can be wired to 
provide clear video images without 
compromising features. 
 
The 5” colour display has a resolution 
of 480 x 272 pixels and is equipped 
with OSD to easily adjust the image 
brightness, contrast and colour using 
the arrow buttons. 

agt 
video



AUXILIARY  
OUTPUT

LATCH  
FUNCTION

AUTOMATIC  
DOOR OPENING

ADVANCED 
FEATURES

The auxiliary commands can 
be configured according to 
specific needs. AGT is equipped 
with AUX2, allowing a porter or 
reception call. At the same time, 
up to 6 intercom calls can be 
arranged (AGT A EVO and  
AGT A200 EVO…)

The on board 'latch function' for 
X1 models allows users to know if 
the gate/door is open even when it 
is not immediately visible, by using 
a LED icon.
 
This enables the user to latch open 
the gate or door for a period of 
time for a specific purpose, before 
switching it off and resuming 
normal access control once 
complete. 

In scenarios where you have  
high volume of entry/exit, for 
example offices or public places, 
AGT allows you to engage the 
automatic door function with no 
need for additional access control. 

Using the existing buttons on the 
system, this function can easily be 
switched on/off.

OSD function for brightness, contrast and colour adjustment.

REAL SCALE 5"



As part of the wider set of features, AGT VIDEO X1 receivers have built 
in functionality the enables the use of system by those suffering from 
audio and visual impairment.   

Audio Induction Loop technology is embedded in AGT V BF model, to 
assist the usage of the videoentry device via hearing aids. 

Moreover, the concave design of the soft touch controls allows the 
visually impaired to effortlessly interact with the receiver. Ringtone 
volume can easily be adjusted through handy switches.

FUNCTIONS FOR SIGHT  
AND HEARING IMPAIRED

Size and shape are perfectly 
balanced, colour and finish are 
stylish and elegant.
A lot of care has been put on the 
buttons technology, developing a 
refined soft touch solution.
A white LED visual indicator sits 
beneath the surface, making the 
buttons easy to locate in low light 
settings.

Where a traditional System 200 
audio receiver is required, AGT has 
a mechanical button receiver option 
which ensures strong performance in 
any condition.

SOFT TOUCH 
BUTTONS



AGT  
audio RANGE

Models for: 
X1 SYSTEMS

Models for: 
200 SYSTEMS

AGT A
• Door opener
• 1 Auxiliary 2 (also usable as 

porter call)
• Ringtone adjustment + mute
• Latch function

AGT A200
• Door opener

AGT A EVO
• Door opener
• 1 Auxiliary 2 (also usable as 

porter call)
• Ringtone adjustment + mute
• 6 Intercom calls
• Latch function

AGT A200K
• Door opener
• 2 Auxiliary
• Ringtone adjustment + mute

AGT A200EVO
• Door opener
• 2 Auxiliary
• Ringtone adjustment + mute
• 4 Intercom calls

Table mount  
AGT KT A



 Intercom  1

 Intercom  2

 Intercom  3

 Intercom  4

Setting the ringtone

Aux 2 / Porter call

Door release

Handset

Picuture and features referred  
to model AGT A EVO



AGT  
video RANGE

Models for: 
200 SYSTEMS

AGT
• 5" display
• OSD for image adjustment
• Soft-touch buttons
• Latch function
• Porter call (AUX2)
• Automatic door opener

AGT V200
• 5" display
• OSD for image adjustment
• Soft touch buttons

AGT V BF
• 5" display
• OSD for image adjustment
• Soft-touch buttons
• Latch function
• Porter call (AUX2)
• Automatic door opener
• Functions for hearing impaired

Models for: 
X1 SYSTEMS

scale 1:1

Table mount  
AGT KT V 



Handset Display 5" 480 x 272

Camera monitoring Door release

Aux 2 / Porter call

Setting the 
ringtone / mute 
mode

Menu  
navigation  
keys

scale 1:1

Picuture and features referred  
to model AGT V



EASY  
INSTALLATION

Supplied surface mounted, installation 
of AGT couldn't be easier, with 
no tracing work required prior to 
installation. 
 

WALL MOUNTING
FRAME

AGATA MODELS 
COMPATIBILITY

TABLE 
MOUNTING

The wall mounting frame is the 
perfect solution also to replace old 
models.
Once the wall bracket has been 
fixed, the receiver is quickly settled 
thanks to the easy plug-in system.

AGT has been designed for ease 
of retrofit, so system upgrades can 
be carried out easily, with easily 
accessible wiring on the back 
of the receiver. The footprint of 
the AGT is marginally larger than 
its predecessor, AGATA, so any 
surface blemishes will be covered 
during the retrofit installation.

AGT can be supplied with an 
additional table mounting device to 
further the flexibility of use. 
Two options are improve for both 
audio and video versions of the 
receiver.



AL 
Alarm  
input

-    
Landing  

call

+ 
Landing  

call

B 
BUS-line 

input

B 
BUS-line 

input

AGT is equipped with a removable terminal block to facilitate wiring. 
Simply remove the terminal block from the receiver body, make the 
connections and reinsert the terminal block on the receiver.
AGT has also a dedicated groove on the back side for installation 
with wiring external to the wall,

SIMPLE 
CONNECTIONS

TECHNICAL FEATURES
MODELS VIDEO 200 VIDEO X1 AUDIO 200 AUDIO X1

Alimentation (VDC) de 14 ÷ 17.5 de 15 ÷ 20 - de 15 ÷ 20

Consumption (mA) 95 175 - 30

Consumption in stand-by mode(mA) < 12 < 1 - < 1

Consumption LED simple (mA) 1 1 1 1

Storage temperature (°C) de -25 ÷ +70 de -25 ÷ +70 de -25 ÷ +70 de -25 ÷ +70

Operating temperature (°C) de +5 ÷ +40 de +5 ÷ +40 de +5 ÷ +40 de +5 ÷ +40

IP Rating IP 30 IP 30 IP 30 IP 30

Standard video PAL/NTSC PAL/NTSC - -

Display LCD TFT (inches) 5 5 - -

Band width at -3dB (MHz) 5 - - -

Incoming video impedance (kΩ) ≥ 22 - - -

Coaxial video input (Vpp) 1 - - -

Video input via twisted pair cable (Vpp) ±0.6 - - -



agt audio agt video 

DIMENSIONS

19
0

19
0

116 44,5 44,5205

CODES / ITEMS
CODES ITEMS DESCRIPTIONS

SYSTEM  
COMPATIBILITY

VIDEO ENTRY HANDSET FOR X1 SYSTEM

840CF-0020 AGT V
Video entry handset with soft-touch keys for X1 system, 5" LCD display, 
1 programmable AUX key, white colour.

840CF-0030 AGT V BF
Video entry handset with soft-touch keys for X1 system, 5" LCD display,  
1 programmable AUX key, white colour. Hearing aid function for hearing impaired users.

VIDEO ENTRY HANDSET FOR 200 SYSTEM

840CF-0010 AGT V200 Video entry handset with soft-touch keys for 200 system, 5" LCD display, white colour.

ACCESSORIES

840XC-0150 AGT KT V
Desktop stand for audio receivers of the AGT V, Agata Video,  
Perla Video and Opale series.

AUDIO ENTRY HANDSET FOR X1 SYSTEM

840CA-0040 AGT A
Audio entry handset with soft-touch keys for X1 system, 1 programmable AUX key, white colour. 
With soft-touch key for adjusting/excluding the ring tone.

840CA-0050 AGT A EVO
Audio entry handset with soft-touch keys for X1 system, 1 programmable AUX key and 4 additio-
nal programmable keys to perform up to 6 intercom calls, white colour.  
With soft-touch key for adjusting/excluding the ring tone.

CITOFONI A CORNETTA PER SISTEMI 200

840CA-0010 AGT A200 Audio entry handset for 200 system, white colour.

840CA-0020 AGT A200 EVO
Audio entry handsett for 200 system, 2 AUX keys and 4 intercom calls, white colour.  
With lever for adjusting/excluding the ring tone.

840CA-0030 AGT A200 K
Audio entry handset for 200 system, 2 AUX keys, white colour.  
With lever for adjusting/excluding the ring tone.

ACCESSORIES

840XC-0140 AGT KT A Desktop stand for audio receivers of the AGT, Agata and Perla series.

 → gates automation

 → video entry systems

 → GARAGE AND INDUSTRIAL DOOR AUTOMATION

 → AUTOMATIC BARRIERS

 → PARKING SYSTEMS

 → TURNSTYLES AND SPEED GATES

 → BOLLARDS AND ROAD BLOCKERS

 → HEATING CONTROL

 → AUTOMATIC DOORS

 → SHUTTER AND BLIND SOLUTIONS

 → BURGLAR ALARM SYSTEMS

 → HOME AUTOMATION

CAME S.p.A.
Via Martiri della Libertà, 15
31030 Dosson di Casier
Treviso - ITALY

We are a leading multinational 
supplier of integrated  high-tech 
solutions for automating residential, 
public and urban settings, which 
generate intelligent spaces for the 
wellbeing of people.
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